
 
CAMCRANE 200 CHEAT SHEET 

 
Tripod set up 
 
Only use the supplied (3/8" bolt) tripod. 
 
Use the lowest position the tripod is capable of - 
with legs extended to their shortest length. 
  
Always ensure the locking pins are engaged on the 
tripod legs to prevent slipping 
due to the weight. 
 
Use Sandbags on tripod leg braces. 
 
Boom Set up 
 
Ensure you have lots of room where you set up the 
Camcrane 
 
Observe all hardware placement, do not tighten 
bolts without washers in place, do not overtighten 
 
Do not attach your camera to the Camcrane until 
fully assembled. 
 
Rest the Boom head on the floor prior to attaching 
weights. 
 
Balancing Camera 
 
Balancing Procedure: 
 
1 Add weights to the back weight unit until the front 
of the boom arm lifts slightly off the ground. 
(start with heaviest weights first) 
 
2 Hold on the to the back of the boom arm when 
doing this in case the you have to stop the arm 
from rising quickly. 
 
3 The unit is balanced when the boom arm acts 
like it is weightless. 
 
4 You must lock the weights in place with the lock 
collar using the attached alan key. 
 
Camera Weight - must include all accessories 
(batteries, mics, etc). 
 
You need three times the weight of the camera on 
the Tail end of the Camcrane 

 
Fulcrum Balance Boom Correct Mounting 
 
Boom Length   Fulcrum points (measurement from 
end) 
 
8' 1"    32 1/2" or 6 1/2" 
6' 6"    26" or 13" 
4' 10"    19 1/2" 
3' 3"    26" or 13" 

 

 
Operation 
 
Operator can be situated at the Head or the Tail or two 
people can guide both ends simultaneously for added 
stability. 

 
If you need a long durational high angle shot you can 
tighten the bolts and nuts on the fulcrum points. 

 
IMPORTANT 
 
Never push or pull the boom arms in a way that would 
cause the vertical support unit to move away from its 
upright and vertical position. Doing so would break 
the bolt attaching the upright to the tripod. 
 

 
 
Always watch where you are aiming the crane, and 
observe its path of travel to avoid slamming the crane into 
objects in the way. 
 
Allow for room around the boom AND room for operator to 
stand and walk when using the boom arm.  
 
Avoid irregular surfaced ground. 
 
Dissassembly 
 
Remove your camera before disassembling the boom for 
travel. 
 
Position crew members at front and rear of boom when 
removing weights to avoid any sudden movement.  
 
Unscrew the tripod ball handle to break the unit into the 
boom and the tripod. 
 
Screw the handle back all the way to protect the threads 
on the bolt. 
 
Make sure no dirt or other foreign particles enter the tripod 
cup and that you protect the cup from damage.  
Any nicks or dirt particles that get stuck in the lubricant will 
make the tripod useless. 
 
Return all equipment back to its proper place in the case. 

 

 


